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DIRECTIONS 


Screwing-in the Crank Handle: 


Care must be taken that the connecting slide-rail which 
connects the lifter with the crank is not placed on the 
screw-end, but on the stronger shaft of the crank-screw. 
The crank-screw has left handed thread, and is tightly 
fixed by means of turning the screw-head to the left. 


Starting the Machine: 


The Machine is screwed on with clamps to a work-bench 
or something similar, whereby the winged screw-nuts 
must only be turned by hand. This done, the tank at 
the rear wall of the machine is filled with fresh benzine 
or any other suitable fluid, on condition that this fluid 
is capable of quickly dissolving the dirt on the matrices 
and able to evaporate quickly. Attach the Collecting 
Tank to the two brass screws at the lower part of the 
machine which serves to collect the soiled fluid. Now 
the dischargecock which is under the tank is turned on, 
but the matrices must not be put in till the brushes are 
soaked. Then with the right hand the matrices are 
inserted in piles and in order, in the same way as they 
were taken out of the Composing Machine or of the 
Matrice-Board, with the moulds turned towards the 
Cleaning Machine, and are inserted into the horizontal 
Feed Passage after having drawn back the Slide Bar with 
the left hand at the Pull-Ring. In order to prevent the 
matrices from falling over it is advisable to insert them 
quite to the right towards the brushes. After this, the 
left hand presses the Slide Bar and with this the pile 
of matrices to the right through the brushes to the 
Lifting-Device. It is advantageous that the matrices should 
be smoothed over with a finger of the right hand when 
pushed forward into the Feed-Passage. 


Should it once happen that the matrices are placed in 
the wrong way, the machine stops as soon as the wrong 
matrice reaches the Lifter. In order to rearrange these 
wrong placed matrices, the pile which is still in the feed 
passage must be pressed back again through the brushes 
to the left by means of the provided discharger (brass 
tod). For this purpose it is absolutely necessary to tum 
the crank downwards so that the hole in the side plate 
(right) is made free for pushing through the discharger. 
A simultaneous pull at the Pull-Ring of the Slide-Bar 
must be avoided, because the matrices will then easily 
fall over when leaving the brushes. After these matrices 
have again been put into order, they are reinserted in 
the Feed Passage (See above). The further cleaning of 
the matrices is carried out by turning the Crank to the 
tight, whereby the Lifter connected to the Crank releases 
a matrice from the pile by each rotation of the Crank, 
and conducts it through the surface-brushes in order to 
be guided by the felt drying bands into the detachable 
collector. 


ESPECIAL ATTENTION IS DRAWN TO THE FACT 
THAT TURNING THE CRANK TO THE LEFT MUST 
CAUSE DISTURBANCES IN THE MACHINE. It is 
recommendable that the discharge-cock is only kept open 
till the brushes are quite soaked which can be noticed 
by the dripping of the benzine into the collecting tank, 
after this, the supply of the fluid can be somewhat 
throttled. It is further advantageous not to insert another 
pile before the first pile has reached complete the 
collector of the cleaning machine. In order to avoid a 
choking up of the thin conduit pipes care must be taken 
that when filling the tank only the funnel with the 
hairsieve is used. The washing fluid in the collecting 
tank now being cloaked with dirt must be filtered before 
using it again. It is still better not to use it again for 
the machine but for any other purpose. 


Ifthe machine is taken apart through any reason through 
removing the cover-plates care must be especially taken 
that the surface-brushes are correctly adjusted when 
mounting the machine. 


This is done as follows: 


Surface Brush on the right: 


The bristle edge must not project beyond 1 Millimetre 
over the edge of the right brass plate. This is obtained 
by means of regulating the brass jam-nut. 


Surface Brush on the left: 


This brush is so placed by means of the adjusting screw 
that the bristle edge only slightly touches the right 
surface brush. 


Lug-Brushes: 


These brushes are bedded in the right rectangular cases 
on the rear side of the machine, as well as on the front 
side of the lower cover-plate. They can be moved and 
changed by the brass regulating screws which are fixed 
to the edge of the cases. The Lug-Brushes are only 
adjusted so far till the bristle edge reaches the edges 
of the thin slide plates. 


Foot Brush: 


The special Foot Brush in the feed passage must not 
project more than about 1/2 Millimetre over the surface 
of the feed passage. To regulate this, use the regulating 
screw below the feed passage. 

The Machine should be slightly oiled from time to time 
in the holes designed for this purpose. 

The Cleaning of the brushes is done automatically through 
the uninterrupted flow of the fluid during the cleaning 
of the matrices. 


